Lyme stone paint Series
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Product features:
Lyme Stone, also known as German limestone, changes made by the million years ago a lot of shellfish
fossils of small animal enclosure, also known as the "stone of life." Ha light lime stone coatings using
silicone-acrylic polymer emulsion and inorganic binder material to bake burning swamp soil, developed
from fine natural stone powder, the product has excellent weather resistance, stain resistance, water
resistance, Wing do not fade and so on. Construction process by the distinctive, can show the effect of lime
stone dreamy textures, filling hundreds of millions of years of stone essence, is an alternative to the
German luxury stone-limestone advanced coatings.
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Features:

« Dream Stone effect + Luxurious, thick, natural + Outstanding resistance to cracking
* Excellent color refention * excellent stain resistance * Anti-Acid Rain

+ Hydrophobic breathable + excellent weathering resistance + Cost-effective
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Application of places:

Germany needs to show the effect of limestone building stone walls, especially suitable
for villas, townhouses, and other high buildings in the European architecture.
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Technical parameters:

Base material: Acrylic silicone copolymer emulsion, inorganic polymer binder.
Color: Beige or provide sample.
Product Features: Water-soluble, Thick.
Drying time: dry for 12 hours, Recoat time 24 hours work for 48 hours. (Temperature 25°C,
relative humidity 80%)
Consumption of paint: 2ASO~3AOOkg/m2, but the actual surface roughness, construction
methods and designs varied.
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Technical parameters:

Construction methods: (Ingredients: shaved, material: special spray guns)

Dilution ratio: in general should not be diluted with water, so as not to affect the
decorative effect. Indeed due to construction needs can be less than 5%
water dilution

Construction Requirements: 5°C~35°C and relative humidity of 80% or less of

construction. Wind, rain and other inclement weather
construction should be avoided.
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Typical scenario:
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@ Grassroots: Bottom crack leveling putty / Ha light middle flexible putty 2 ~ 3
@ Botiom: Alkali-resistant primer/sediment-specific primer 1

® Main material: Lime stone Ingredients 3

@ Color point: Lime stone material 2 to 3 points

@ Overlay: Washcoat 1 1o 2
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